
SOLID SOCKETS / TURRET SOCKETS

Solid Sockets Are Used To Hold Morse Taper Shank Tools In Straight Flutes.
Manufactured From Case Hardened Tool Steel And Fully Hardened & Grounded Both From Inside & Outside.
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Cat No. Hole Outside Diameter Overall Length

GTS-7773 MT - 1 1" 3-1/2"

GTS-7774 MT - 1 1-1/4" 3-1/2"

GTS-7775 MT - 1 1-1/2" 3-1/2"

GTS-7776 MT - 2 1" 4"

GTS-7777 MT - 2 1-1/4" 4"

GTS-7778 MT - 2 1-1/2" 4"

GTS-7779 MT - 2 1-3/4" 4"

GTS-7780 MT - 2 2" 4"

GTS-7781 MT - 3 1-1/4" 4-3/4"

GTS-7782 MT - 3 1-1/2" 4-3/4"

GTS-7783 MT - 3 1-3/4" 4-3/4"

GTS-7784 MT - 3 2" 4-3/4"

GTS-7785 MT - 4 1-1/2" 6"

GTS-7786 MT - 4 1-3/4" 6"

GTS-7787 MT - 4 2" 6"

GTS-7788 MT - 5 2-1/4" 7-3/8"

GTS-7789 MT - 5 2-1/2" 7-3/8"

GTS-7790 MT - 6 3-1/2" 10-1/8"

GTS-7791 MT - 6 3-1/2" 10-1/8"
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